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Low Cost, Internally Bypassed Soft Starter

The DFE is Fairford's internally bypassed, non-optimising Soft Starter which is perfect for panel
builders and end users alike.

To the user it offers competitive pricing, soft stopping and the
removal of high transient currents. To panel builders it is

an ideal substitute for a Star/Delta starter because it fits into a
similar footprint, thus simplifying installation. It's now available
from 22 Amps to 500 Amps

Start time now up to 30 Seconds!

Main Features
Internally Bypassed.
Reduces cost because when the Soft

V Starter has reached top of ramp the

Thyristors are bypassed, this reduces heat Model | Current| Motor Motor
and the size of the cabinet required. (I) kw HP
Substitution of Star/Delta Starters. (400v) | (460V)
 Lower maintenance costs DFE-02 22 11 15
e Less stress on auxiliary equipment DFE-04 29 15 20
V when Startmg DFE-06 41 22 30
o Reduced down time DFE-08 55 30 42
e Low cost of ownership DFE-12 66 37 54
Simplified Installation. DFE-14 | 80 45 60
o Rapid build and install time. DFE-16 | 97 55 75
o DFE-22 132 75 110
No need to_ change wiring DFE-24 160 90 130
RAH B oS DFE-26 | 195 110 160
V All six wires of thg lstalrt c!elta cor!figuration DFE-30 230 132 190
;E;Zigﬁ (L:Jossg to minimise installation and DFE-32 780 160 730
amid) 12 DFE-34 350 200 290
Competitive \!mth Star/Delta Starters. DFE-36 430 250 350
s [Longeriiie DFE-38 | _ 500 280 400

V s |Less maintenance
e Lower cost of ownership



